
1ZZ-FE ENGINE CONTROL SYSTEM  –  ACCELERATOR PEDAL ES–413

S
E

REMOVAL
1. DISCONNECT BATTERY NEGATIVE TERMINAL
2. REMOVE ACCELERATOR PEDAL ASSEMBLY

(a) Disconnect the accelerator position sensor 
connector [A].

(b) Remove the 2 bolts [B], then remove the accelerator 
pedal.

INSPECTION
1. INSPECT ACCELERATOR PEDAL ASSEMBLY

(a) Check the resistance.
(1) Using an ohmmeter, measure the resistance 

between the terminals.
Resistance

If the result is not as specified, replace the 
accelerator pedal.

INSTALLATION
1. INSTALL ACCELERATOR PEDAL ASSEMBLY

(a) Install the accelerator pedal with the 2 bolts [A].
Torque: 5.4 N*m (55 kgf*cm, 48 in.*lbf)

(b) Connect the accelerator position sensor connector 
[B].

2. CONNECT BATTERY NEGATIVE TERMINAL
Torque: 5.4 N*m (55 kgf*cm, 48 in.*lbf)

[A]

[B]

[B]

A097079E01

A093607

Tester Connection Specified Condition

3 (EP1) - 6 (VCP1) 1.5 to 6.0 kΩ

1 (EP2) - 4 (VCP2) 1.5 to 6.0 kΩ

[B]

[A]

[A]

A097079E02


