
SP–46 SUSPENSION  –  REAR STABILIZER BAR

SP
SUSPENSION & AXLESUSPENSIONREAR STABILIZER BAR
COMPONENTS

REAR AXLE HUB & 
BEARING ASSEMBLY LH

REAR AXLE BEAM ASSEMBLY

REAR AXLE 
CARRIER 
BUSH LH

REAR AXLE HUB & 
BEARING ASSEMBLY LH

REAR BRAKE DRUM 
SUB-ASSEMBLY

REAR DISC

REAR DISC 
BRAKE CALIPER 
ASSEMBLY LH

SKID CONTROL 
SENSOR WIRE

REAR AXLE 
CARRIER 
BUSH RH

Non-reusable part

N*m (kgf*cm, ft.*lbf) : Specified torque

85 (867, 63)

61 (622, 45)

15.2 (155, 11)

195 (1,988, 144)

195 (1,988, 144)

80 (816, 59)

5.4 (55, 48 in.*lbf)

5.0 (51, 44 in.*lbf)

46.6 (479, 35)

46.6 (479, 35)

5.4 (55, 48 in.*lbf)

STABILIZER BAR REAR

REAR SHOCK 
ABSORBER LH 
CUSHION RETAINER

CLIP

W/ ABS:

DISC BRAKE:

CLIP

C119473E03



SUSPENSION  –  REAR STABILIZER BAR SP–47

P
S

REMOVAL
1. REMOVE STABILIZER BAR REAR

(a) Remove the 2 bolts, nuts and stabilizer bar rear.

INSTALLATION
1. INSTALL STABILIZER BAR REAR

(a) Install the 2 bolts, nuts and stabilizer bar rear.
Torque: 195 N*m (1,988 kgf*cm, 144 ft.*lbf)
HINT:
Install the stabilizer bar rear so that the mark is 
positioned on the rear left side of the vehicle.

C066799

Front

Mark
C096136E01


