TD-28

THEFT DETERRENT — TOYOTA VEHICLE INTRUSION PROTECTION SYSTEM

Glass Breakage Sensor Circuit

DESCRIPTION

The microphone of the glass breakage sensor is built into the security indicator. When this microphone
senses breakage of glass, the glass breakage sensor ECU sends the signal of this breakage to the TVIP

ECU.
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THEFT DETERRENT — TOYOTA VEHICLE INTRUSION PROTECTION SYSTEM TD-29

INSPECTION PROCEDURE

1 CHECK SECURITY INDICATOR

(8) Setthe system in 30 seconds after flipping the security
indicator to check if the alarm is triggered.
OK:
The alarm is triggered.

OK >|END

e

2 CHECK GLASS BREAKAGE SENSOR ECU (GLASS BREAKAGE SENSOR)

(&) Measure the voltage and resistance according to the

Connector connected value(s) in the table below.
Standard
4% Tester Connection Condition Specified Condition
@ ? AL G3-1 - Body ground Always 10to 14V
— G3-3 - Body ground Always Pulse generation
817 | 6]5]4 G3-5 - Body ground Always Below 1 Q
G3-8 - Body ground Ignition switch ON 10to 14V
1024334E01
NG > |REPLACE GLASS BREAKAGE SENSOR
ECU
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3 CHECK HARNESS AND CONNECTOR (TVIP ECU - GLASS BREAKAGE SENSOR ECU)

(a) Disconnect the TVIP ECU and glass breakage sensor

Wire Harness Side: TVIP ECU ECU connector.
(b) Measure the resistance according to the value(s) in the

table below.

Standard resistance

Tester Connection Specified Condition
IOUT (T3-11) - IOUT (G3-3) Below 1 Q
NG > |REPAIR OR REPLACE HARNESS OR
CONNECTOR

[ 1
|6

B059576E04

4 CHECK HARNESS AND CONNECTOR (GLASS BREAKAGE SENSOR ECU - BODY

GROUND)
Wire H Side: al (a) Disconnect the glass breakage sensor ECU connector.
Ire Harness side: Br::\iage (b) Measure the resistance according to the value(s) in the
Sensor ECU table below. _
@%ﬁ Standard resistance
? 51 Tester Connection Specified Condition
@ [ GND (G3-6) - Body ground Below 1 Q
8|7]6]5]4
GND Xﬁu/ £> REPAIR OR REPLACE HARNESS OR
1024334E03 CO N N ECTO R

REPLACE TVIP ECU




