El-46 ENGINE IMMOBILISER — ENGINE IMMOBILISER SYSTEM

Diagnosis Circuit

DESCRIPTION

This circuit is used to read the DTCs that are output from the transponder key ECU assembly with the

intelligent tester.
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ENGINE IMMOBILISER — ENGINE IMMOBILISER SYSTEM El-47

INSPECTION PROCEDURE

1 CHECK HARNESS AND CONNECTOR (TRANSPONDER KEY ECU - DLC3)

(a) Disconnect the T10 ECU connector.

(b) Measure the resistance according to the value(s) in the
Wire Harness Rear View: table below.

Standard resistance

Transponder Key ECU Assembly:

Tester Connection Condition Specified Condition
T10-9 (D) - D1-7 (SIL) Always Below 1 Q

A N
[E] T10-9 (D) - Body ground Always 10 kQ or higher

F:H;_H:% NG > |REPAIR OR REPLACE HARNESS OR

CONNECTOR

DLC3:

Wire Harness Front View:

Y B120172E02

2 CHECK HARNESS AND CONNECTOR (DLC3 - BODY GROUND)

(a) Measure the resistance according to the value(s) in the

table below.
Standard resistance

1]2]s]4]s[6[7]a]"

Tester Connection Condition Specified Condition
[
19 10/11/12/13[14]1516] Dl_4é(rﬁ)n'd80dy Always Below 10
: Wil
CG NG > |REPAIR OR REPLACE HARNESS OR
CONNECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE




