1ZZ-FE ENGINE CONTROL SYSTEM — SFI SYSTEM ES-379

ECM Power Source Circuit

DESCRIPTION

When the ignition switch is turned to ON, the battery voltage is applied to terminal IGSW of the ECM. The
ECM MREL output signal causes a current to flow to the coil, closing the contacts of the EFI relay and
supplying power to terminal +B of the ECM.
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1Z7Z-FE ENGINE CONTROL SYSTEM — SFI SYSTEM

INSPECTION PROCEDURE

1 INSPECT ECM (+B VOLTAGE)
(@ Turn the ignition switch to ON.
(b) Measure the voltage between the terminals of the E3
@ and E6 ECM connectors.
N e [l e Standard voltage
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ECM Connector

+B (+)

A133164E07

+B (E6-1) - E1 (E3-5)

Between 9V and 14 V
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PROCEED TO NEXT CIRCUIT INSPECTION
SHOWN IN PROBLEM SYMPTOMS TABLE

CHECK HARNESS AND CONNECTOR (ECM - BODY GROUND)

® |

ECM Connector

A065743E98

(a)
(b)
©)

Disconnect the negative battery cable.
Disconnect the E3 ECM connector.
Check the resistance.

Standard resistance (Check for open)

Tester Connections Specified Conditions

E1 (E3-5) - Body ground

Below 1 Q

(d)
(e)

Reconnect the ECM connector.
Reconnect the negative battery cable.

NG >

REPAIR OR REPLACE HARNESS OR
CONNECTOR

INSPECT ECM (IGSW VOLTAGE)
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(a)
(b)

Turn the ignition switch to ON.
Measure the voltage between the terminals of the E3

and E6 ECM connectors.
Standard voltage
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Tester Connections

Specified Conditions

ECM Connector

IGSW (+)

A133164E08

IGSW (E6-9) - E1 (E3-5)

Between 9V and 14 V
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Go to step 6




1ZZ-FE ENGINE CONTROL SYSTEM — SFI SYSTEM ES-381

4 | CHECK FUSE (AM2 FUSE)

Instrument (a) Remove the AM2 fuse from the instrument panel J/B.
e (b) Check the AM2 fuse resistance.
Panel JIB: [ [:]D%]DD Standard resistance:
M Below 1 Q
A0 (c) Reinstall the AM2 fuse.
000
AM2 Fu{ 0 D CHECK FOR SHORTS IN ALL HARNESSES
( I ) AND CONNECTORS CONNECTED TO FUSE
[ iy ] AND REPLACE FUSE
Y e T — A093759E02

5 INSPECT IGNITION OR STARTER SWITCH ASSEMBLY

(a) Disconnect the 111 ignition switch connector.
(b) Check the resistance.
Standard resistance

Component Side:

Ignitiop‘SWitch Tester Connections Specified Conditions
Positions
LOCK All Terminals 10 kQ or higher
ACC 1-3 Below 1 Q
ON 1-2, 1-3, 2-3, 5-6 Below 1 Q
Ignition Switch START 1-2, 4-5, 4-6, 5-6 Below 1 Q

O BO50489E11

(c) Reconnect the ignition switch connector.

NG > |REPLACE IGNITION OR STARTER SWITCH
ASSEMBLY

CHECK AND REPAIR HARNESS AND CONNECTOR (BATTERY - IGNITION SWITCH, IGNITION
SWITCH - ECM)

6 INSPECT ECM (MREL VOLTAGE)

(& Turn the ignition switch to ON.

@ (b) Measure the voltage between the terminals of the E3
and E6 ECM connectors.

Standard voltage

Tester Connections
MREL (E6-8) - E1 (E3-5)

NG > |REPLACE ECM

Specified Conditions
Between 9 V and 14 V

ECM Connector

A133164E09




ES-382 1ZZ-FE ENGINE CONTROL SYSTEM - SFI SYSTEM

7 CHECK FUSE (EFI AND EFI2)

Engine Room R/B:

EFI2 Fuse EFI Fuse

Y A093237E03

(&) Remove the EFI and EFI2 fuses from the engine room R/

B

(b) Check the EFI and EFI2 fuses resistance.

Standard resistance;
Below 1 Q

(c) Reinstall the EFI and EFI2 fuses.

NG > |CHECK FOR SHORTS IN ALL HARNESSES
AND CONNECTORS CONNECTED TO FUSE
AND REPLACE FUSE

8 INSPECT EFI RELAY

=
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E034090E13

(&8 Remove the EFI relay from the engine room R/B.

(b) Check the EFI relay resistance.

Standard resistance

Tester Connections

Specified Conditions

3-5

10 kQ or higher

3-5

Below 1 Q

(when battery voltage is applied to terminals 1 and 2)

(c) Reinstall the EFI relay.

NG > |REPLACE EFI RELAY




1ZZ-FE ENGINE CONTROL SYSTEM — SFI SYSTEM ES-383

9 CHECK HARNESS AND CONNECTOR (EFI RELAY - ECM, EFI RELAY - BODY GROUND)

- - (&) Check the harness and connector between the EFI relay
Engine Room R/B: and ECM.

(1) Remove the EFI relay from the engine room R/B.
(2) Disconnect the E6 ECM connector.

= U 0= (3) Check the resistance.
[0 . o0oe DUU/[_‘—_] ] Standard resistance (Check for open)
/ Tester Connections Specified Conditions
EFI Relay Engine room R/B (EFI relay terminal 1) - MREL (E6-8) Below 1 Q
E 5 Engine room R/B (EFI relay terminal 3) - +B (E6-1) Below 1 Q

Standard resistance (Check for short)

Tester Connections Specified Conditions
Engine room R/B (EFI relay terminal 1) or MREL (E6-

L 8) - Body ground 10 kQ or higher

n jlash n Engine room R/B (EFI relay terminal 3) or +B (E6-1) - 10 k& or higher

Body ground
+
fi_h 8

(4) Reconnect the ECM connector.

Dt (5 Reinstall the EFI relay.

MREL | (b) Check the harness and connector between the EFI relay
and body ground.
(1) Remove the EFI relay from the engine room R/B.

(2) Check the resistance.
Standard resistance (Check for open)

ECM Connector

Y A136790E01

Tester Connections Specified Conditions
Engine room R/B (EFI relay terminal 2) - Body Bel 10
ground elow
(3) Reinstall the EFI relay.
NG > |REPAIR OR REPLACE HARNESS OR
CONNECTOR

CHECK HARNESS AND CONNECTOR (TERMINAL 5 OF EFI RELAY - BATTERY POSITIVE
TERMINAL)




