
AH–4 AXLE  –  FRONT AXLE HUB

AH
SUSPENSION & AXLEAXLEFRONT AXLE HUB
COMPONENTS

FRONT AXLE ASSEMBLY LH

FRONT AXLE HUB 
LH BEARING

FRONT AXLE HUB LH 
HOLE SNAP RING

FRONT AXLE HUB LH NUT

FRONT AXLE HUB 
SUB-ASSEMBLY LH

FRONT DISC

FRONT DISC 
BRAKE CALIPER 
ASSEMBLY LH

FRONT SPEED SENSOR LH

FRONT STABILIZER LINK ASSEMBLY LH

TIE ROD END SUB-ASSEMBLY LH

COTTER PIN
FRONT DRIVE SHAFT 
ASSEMBLY LH

FRONT SUSPENSION ARM SUB-
ASSEMBLY LOWER NO. 1 LH

FRONT AXLE LH 
HUB BOLT

STEERING KNUCKLE LH

DISC BRAKE DUST COVER FRONT LH

COTTER PIN

LOWER BALL JOINT ASSEMBLY FRONT LH

WITH ABS:

WITH ABS:

Non-reusable part

N*m (kgf*cm, ft.*lbf) : Specified torque

8.0 (82, 71 in.*lbf)
74 (755, 55)

8.3 (85, 73 in.*lbf)

8.3 (85, 73 in.*lbf)

49 (500, 36)

89 (908, 66)

29 (296, 21)

220 (2,243, 162 )

107 (1,089, 79 )

103 (1,050, 76 )

216 (2,200, 159 )

C119654E07



AXLE  –  FRONT AXLE HUB AH–5

H
A

ON-VEHICLE INSPECTION
1. INSPECT FRONT AXLE HUB BEARING

(a) Remove the front wheel.
(b) Separate the front disc brake caliper assembly (See 

page AH-5).
(c) Remove the front disc.
(d) Inspect the bearing backlash.

(1) Using a dial indicator, check the backlash near 
the center of the axle hub.
Maximum:

0.05 mm (0.0020 in.)
If the backlash exceeds the maximum, replace 
the front axle hub bearing.

(e) Inspect the axle hub deviation.
(1) Using a dial indicator, check the deviation at 

the surface of the axle hub outside the hub bolt.
Maximum:

0.05 mm (0.0020 in.)
If the backlash exceeds the maximum, replace 
the front axle hub sub-assembly.

(f) Install the front disc.
(g) Install the front disc brake caliper assembly (See 

page AH-7).
(h) Install the front wheel.

Torque: 103 N*m (1,050 kgf*cm, 76 ft.*lbf)

D026919

D026920


