SUSPENSION — REAR SHOCK ABSORBER SP-35

REAR SHOCK ABSORBER
COMPONENTS

DECK BOARD SUB-ASSEMBLY

DECK BOARD NO. 2

LUGGAGE COMPARTMENT TRAY

SHOCK ABSORBER
HEAD COVER

80 (816,59) - ="
S REAR SHOCK ABSORBER @/. 56 (571, 41)

CUSHION WASHER NO. 1 REAR
SPRING
S BUMPER
REAR SHOCK REAR SUSPENSION ' !
ABSORBER WITH l SUPPORT T NO. 1 LH
COIL SPRING

80 (816, 59) !
S !
REAR SPRING FRONT i

BRACKET SUB-

ASSEMBLY LH COIL SPRING
g REAR LH
LH SUPPORT ASSEMBLY : 5,

b REAR SUSPENSION

80 616,597

%i

REAR SHOCK : SHOCK

ABSORBER LH R REAR COIL SPRING ABSORBER

CUSHION RETAINER INSULATOR UPPER LH ASSEMBLY
REAR LH

[N*m (kgf*cm, ft.*Ibf)| : Specified torque

@ Non-reusable part
P
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SP-36 SUSPENSION — REAR SHOCK ABSORBER

REMOVAL
1. REMOVE REAR WHEEL
2. REMOVE DECK BOARD NO. 2

3. REMOVE DECK BOARD SUB-ASSEMBLY (See page
IR-6)

4. REMOVE DECK FLOOR BOX REAR (See page IR-6)

REMOVE LUGGAGE COMPARTMENT TRAY (See
page IR-6)
REMOVE SHOCK ABSORBER HEAD COVER

REMOVE REAR SHOCK ABSORBER WITH COIL
SPRING
(&) Support the rear axle beam assembly with jack.

p T F040125E03

(b) Remove the 2 nuts and bolt.

(c) Remove the nut, rear shock absorber LH cushion
retainer and rear shock absorber with coil spring.
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