TIRE AND WHEEL - TIRE PRESSURE WARNING SYSTEM

TW-25

Stop Light Switch Circuit

DESCRIPTION

When the stop light switch is ON (brake pedal depressed), the skid control ECU suspends the tire

pressure warning system.
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without VSC: S!(id Control ECU
with Actuator
S7
Stop Light SW
14
R-W 2 1 G-W
oo (s1)sTP
Instrument Panel J/B
14 STOP 1
R-W IC IB W
Engine Room R/B and Engine Room J/B
1 1 ALT > 1
B 1A 1C W
§ FL MAIN 1
W-B (=)
(S1)GND1
=
B
o attery £
JT_
— — —
N F048345E01

INSPECTION PROCEDURE

1 CHECK STOP LIGHT SWITCH OPERATION

(@)

Check that the stop light comes on when the brake pedal

is depressed, and goes off when the brake pedal is
released.
OK:

Stop light functions normally.

NG > Go to step 3
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2 CHECK HARNESS AND CONNECTOR (BRAKE ACTUATOR ASSEMBLY - STOP LIGHT

SWITCH ASSEMBLY)
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(a) Disconnect the brake actuator assembly S1 connector.
(b) Measure the voltage according to the value(s) in the

table below.

Voltage (with VSC)

Switch condition

Tester connection

Specified condition

S1-27 (STP) - S1-32

Brake pedal depressed (GND1) 10to 14V
S1-27 (STP) - S1-32
Brake pedal released (GND1) Below 1.5V

Voltage (without VSC)

Switch condition

Tester connection

Specified condition

S1-14 (STP) - S1-1

Brake pedal depressed (GND1) 10to 14V
S1-14 (STP) - S1-1
Brake pedal released (GND1) Below 1.5V

NG >

REPAIR OR REPLACE HARNESS OR
CONNECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE

3 CHECK REAR COMBINATION LIGHT ASSEMBLY

NG >

REPLACE REAR COMBINATION LIGHT
ASSEMBLY

4 INSPECT STOP LIGHT SWITCH ASSEMBLY

Stop Light Switch Assembly:
2 1
G
Free Pushed In
H F045894E05

(a) Disconnect the stop light switch assembly S7 connector.
(b) Measure the resistance according to the value(s) in the

table below.

Standard resistance

Switch condition

Tester connection

Specified condition

Switch pin free

1-2

Below 1 Q

Switch pin pushed in

1-2

10 kQ or higher

NG >

REPLACE STOP LIGHT SWITCH ASSEMBLY
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5 CHECK HARNESS AND CONNECTOR (BRAKE ACTUATOR ASSEMBLY - STOP LIGHT

SWITCH ASSEMBLY)

Wire Harness Side A STP (b) Disconnect the brake actuator assembly S1 connector.

with VSC: (c) Measure the voltage according to the value(s) in the
= ﬂ table below.

Voltage (with VSC)

(a) Disconnect the stop light switch assembly S7 connector.

i Switch condition Tester connection Specified condition
|- [ 127 G- S1a
17]18/19]20}2 12712829] - - -
L . ( Brake pedal depressed (GND1) 10to 14V

[ala4[as[asfs7]aefaclac]s1[a243lelaslag]
S1-27 (STP) - S1-32
(GND1)

GND1

Brake pedal released Below 1.5V

Wire Harness Side

Voltage (without VSC)

without VSC: S
)’N Ll Switch condition Tester connection Specified condition

S1-14 (STP) - S1-1

Brake pedal depressed (GND1) 10to 14V
S1-14 (STP) - S1-1
Brake pedal released (GND1) Below 1.5V
NG > |REPAIR OR REPLACE HARNESS OR

CONNECTOR

P F048337E01

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE




