BRAKE CONTROL — VEHICLE STABILITY CONTROL SYSTEM

BC-195

TS and CG Terminal Circuit

DESCRIPTION

In the sensor check mode, a malfunction of the speed sensor that cannot be detected when the vehicle is

stopped is detected while driving.

Transition to the sensor check mode can be performed by connecting terminals TS and CG of the DLC3
and turning the ignition switch from off to the ON position.
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INSPECTION PROCEDURE
NOTICE:

When replacing the ABS and TRACTION actuator assembly, perform zero point calibration (See

page BC-80).

1 INSPECT DLC3

CG

G022986E19

(&) Turn the ignition switch to the ON position.
(b) Measure the voltage according to the value(s) in the

table below.

Standard voltage

Tester Connection Condition Specified Condition
D1-12 (TS) - D1-4 (CG) IG switch ON 10to 14V
NG > Go to step 3
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2 CHECK HARNESS AND CONNECTOR (TS of DLC3 - SKID CONTROL ECU)

(a) Disconnect the skid control ECU connector.
Skid Control ECU (harness side connector) | (b) Measure the resistance according to the value(s) in the

table below.
G — - Standard resistance
N | B0 B0 A B BN EEEEE Tester Connection Specified Condition
17|15|19|20|21 22|23|24|25|26|27 zslzelso
31| a2 | 1L 11 \\ 11 1] S1-24 (TS) -D1-12 (TS) Below 1 Q
|33|34|35|3e|s7|38|39|40i\1|42|43|44|45|46|

\ Z (c) Measure the resistance according to the value(s) in the
—r T\S table below.
Standard resistance

N
Tester Connection Specified Condition
DLC3 S1-24 (TS) - Body ground 10 kQ or higher
NG > |REPAIR OR REPLACE HARNESS OR
CONNECTOR

C128347E04

REPLACE ABS AND TRACTION ACTUATOR ASSEMBLY

3 CHECK HARNESS AND CONNECTOR (CG of DLC3 - BODY GROUND)

(&) Measure the resistance according to the value(s) in the
DLC3 table below.
Standard resistance

Tester Connection Specified Condition
D1-4 (CG) - Body ground Below 1 Q
NG > |REPAIR OR REPLACE HARNESS OR
CONNECTOR

G022986E18
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4 CHECK HARNESS AND CONNECTOR (SKID CONTROL ECU - TS of DLC3)

Skid Control ECU (harness side connector)

D

i
N

31415]6]7]8]¢|10]11]12]13]14]15]16
17]18]18J20]21{22]23[24|25]26]27[28]29{30
v
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[ 1L 1 1L 1
|33|34|35|36|37|38|39|40i\1 [a2]aa]44]45]46]
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TS

C128347E04

(&) Disconnect the skid control ECU connector.
(b) Measure the resistance according to the value(s) in the

table below.
Standard resistance

Tester Connection

Specified Condition

S1-24 (TS) - D1-12 (TS)

Below 1 Q

(c) Measure the resistance according to the value(s) in the

table below.
Standard resistance

Tester Connection

Specified Condition

S1-24 (TS) - Body ground

10 kQ or higher

CONNECTOR

NG > |REPAIR OR REPLACE HARNESS OR

REPLACE ABS AND TRACTION ACTUATOR ASSEMBLY




