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BRAKEBRAKEBRAKE BOOSTER
COMPONENTS

AIR CLEANER ELEMENT

NO. 1 WAY

WITH ABS:

N*m (kgf*cm, ft.*lbf) : Specified torque

15 (155, 11)

AIR CLEANER CAP SUB-ASSEMBLY

AIR CLEANER CASE SUB-ASSEMBLY

C154891E04



BR–22 BRAKE  –  BRAKE BOOSTER

BR
BRAKE BOOSTER ASSEMBLY

BRAKE MASTER CYLINDER SUB-ASSEMBLY

BRAKE TUBE

CLAMP

VACUUM HOSE

LEVEL WARNING SWITCH CONNECTOR

FRONT BRAKE TUBE NO. 9

FRONT BRAKE TUBE NO. 5

CLUTCH RESERVOIR TUBE NO. 1

NO. 1 WAY

Lithium soap base glycol grease

Non-reusable part

GASKET

N*m (kgf*cm, ft.*lbf) : Specified torque

15 (155, 11)

12.5 (127, 9)

12.7 (130, 9)

26 (265, 19)

15 (155, 11)

15 (155, 11)

15 (155, 11)

CLIP

CLIP

CLEVIS

WAVE WASHER

CLEVIS PIN

GROMMET

GROMMET

VACUUM CHECK 
VALVE BRACKET

M/T:

CLEVIS LOCK NUT

VACUUM CHECK VALVE ASSEMBLY

C119495E01
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ON-VEHICLE INSPECTION
1. INSPECT BRAKE BOOSTER ASSEMBLY

(a) Airtightness check.
(1) Start the engine and stop it after 1 or 2 minutes. 

Depress the brake pedal several times slowly.
HINT:
The brake booster is airtight if the distance that 
the brake pedal can be depressed gradually 
decreases the more that the brake pedal is 
depressed.
If incorrect, inspect the vacuum check valve.
If the vacuum check valve is normal, replace 
the brake booster assembly.

(2) Depress the brake pedal while the engine is 
running, and stop the engine with the pedal 
depressed.
HINT:
If there is no change in the pedal reserve 
distance after holding the pedal for 30 seconds, 
the booster is airtight.
If incorrect, inspect the vacuum check valve.
If the vacuum check valve is normal, replace 
the brake booster assembly.

(b) Operation check.
(1) Depress the brake pedal several times with the 

ignition switch off and check that there is no 
change in the pedal reserve distance.

(2) Depress the brake pedal and start the engine.
HINT:
If the pedal goes down slightly, operation is 
normal.
If incorrect, inspect the vacuum check valve.
If the vacuum check valve is normal, replace 
the brake booster assembly.

2. INSPECT VACUUM CHECK VALVE ASSEMBLY
(a) Inspect vacuum check valve.

(1) Slide the clip and disconnect the vacuum hose.
(2) Remove the vacuum check valve.
(3) Check that there is ventilation from the booster 

to the engine, and no ventilation from the 
engine to the booster.
HINT:
If any fault is found, replace the vacuum check 
valve.
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