
LI–30 LIGHTING  –  LICENSE PLATE LIGHT ASSEMBLY

LI
REMOVAL
1. REMOVE BACK DOOR TRIM BOARD ASSEMBLY 

(See page ED-34)
2. REMOVE BACK DOOR OUTSIDE HANDLE (See page 

ED-35)
3. REMOVE BACK DOOR LOCK CYLINDER & KEY SET 

(See page ED-34)
4. REMOVE BACK DOOR GARNISH SUB-ASSEMBLY 

OUTSIDE (See page ED-35)
5. REMOVE LICENSE PLATE LIGHT ASSEMBLY

(a) Pull the license plate light assembly to the side of 
vehicle as shown in the illustration and release the 
claw.

(b) Disconnect the connector and remove the license 
plate light assembly.
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LIGHTING  –  LICENSE PLATE LIGHT ASSEMBLY LI–31

I
L

INSTALLATION
1. INSTALL LICENSE PLATE LIGHT ASSEMBLY
2. INSTALL BACK DOOR GARNISH SUB-ASSEMBLY 

OUTSIDE (See page ED-37)
3. INSTALL BACK DOOR LOCK CYLINDER & KEY SET 

(See page ED-37)
4. INSTALL BACK DOOR OUTSIDE HANDLE (See page 

ED-37)
5. INSTALL BACK DOOR TRIM BOARD ASSEMBLY 

(See page ED-37)


