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WIRING DIAGRAM

INSPECTION PROCEDURE

(a) Disconnect the B7 connector from the front seat inner 
belt assembly (Driver side).

(b) Measure the resistance according to the value(s) in the 
table below.
Standard resistance

NG

OK

Driver Side Seat Belt Warning Light does not Operate

1 INSPECT FRONT SEAT INNER BELT ASSEMBLY (for Driver Side)
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*1: with Side Airbag and/or Separate Type Amplifier

*2: without Side Airbag and Built-in Type Amplifier
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B7 Front Seat Inner Belt 
Assembly (Driver Side)
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Front Seat Inner Belt Assembly (for 
Driver Side) Connector Front View:

B7

E058133E05

Tester connection Condition Specified condition

B7-5 - B7-6 Seat belt is fastened 10 kΩ or higher

B7-5 - B7-6 Seat belt is not fastened Below 1 Ω

REPLACE FRONT SEAT INNER BELT 
ASSEMBLY (DRIVER SIDE)



ME–42 METER  –  METER / GAUGE SYSTEM

ME
(a) Disconnect the C11 and B7 connectors.
(b) Measure the resistance according to the value(s) in the 

table below.
Standard resistance

NG

OK

2 CHECK HARNESS AND CONNECTOR (COMBINATION METER  - FRONT SEAT INNER 
BELT ASSEMBLY)

Front Seat Inner Belt Assembly (for 
Driver Side) Connector Front View:

Combination Meter Assembly 
Wire Harness View:

B7

C11-31

I042711E01

Tester connection Condition Specified condition

C11-31 - B7-5 Always Below 1 Ω

C11-31 - Body ground Always 10 kΩ or higher

B7-6 - Body ground Always Below 1 Ω

REPAIR OR REPLACE HARNESS OR 
CONNECTOR

REPLACE COMBINATION METER ASSEMBLY


