AUDIO / VISUAL — AUDIO AND VISUAL SYSTEM AV-89

Radio Receiver Power Source Circuit

DESCRIPTION
This circuit provides power to the radio receiver.

WIRING DIAGRAM

*1: Separate Type Amplifier
*2: Built-in Type Amplifier
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AV-90 AUDIO / VISUAL — AUDIO AND VISUAL SYSTEM

INSPECTION PROCEDURE

1 CHECK HARNESS AND CONNECTOR (BATTERY - RADIO RECEIVER)

(a) Disconnect the radio receiver R16 connector.

- (b) Measure the resistance according to the values in the
(Separate Type Amplifier):
table below.

Wire Harness View

W‘Tﬁ Standard resistance
S s
wm Tester Connection Condition Specified Condition

N, @ GND (R16-20) - Bod
i \ (R16-20) - Body Always Below 1 Q
10 ( l ground *1
Lo GND (R16-7) - Body
ACC ground *2 Always Below 1 Q
+B GND -
*1: Separate Type Amplifier
Wire Harness View *2: Built-in Type Amplifier
(Built-in Type Amplifier): (c) Measure the voltage according to the values in the table
below.
( Standard voltage
16 Tester Connection Condition Specified Condition
( 1) - -
*B (R16-1) - GND (R16 Always 10t0 14V
PAREE 20"
B (R16-4) 'EZND (R16-7) Always 10to 14 V
+B ACC (R16-11) - GND N
1038420E06 (R16-20) *1 Ignition SW ACC 10to 14V
ACC (R16-3) - GND L
(R16-7) *2 Ignition SW ACC 10to 14V

*1: Separate Type Amplifier
*2: Built-in Type Amplifier

NG > |REPAIR OR REPLACE HARNESS OR
CONNECTOR

PROCEED TO NEXT CIRCUIT INSPECTION SHOWN IN PROBLEM SYMPTOMS TABLE




