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WINDSHIELD / WINDOWGLASS — POWER WINDOW MASTER SWITCH
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POWER WINDOW MASTER

SWITCH

INSPECTION

1. INSPECT POWER WINDOW REGULATOR MASTER
SWITCH ASSEMBLY

(a) Measure the resistance of the master switch.
Standard resistance:

Driver's switch (Window unlock and lock)

Switch Condition

Tester Connection

Specified Condition

DU (4)-B (6)-B (7)

UP Below 1 Q
E(1)-E (3)-DD (9)

OFF EM-EE)-DUE) Below 1 Q
E(1)-E (3)-DD (9)

DOWN E(M-EE)-DUM Below 1 Q
B (6)- B (7) - DD (9)

DOWN AUTO EB-E@-DU®) Below 1 Q

B (6) - B (7) - DD (9)

Front passenger's switch (Window unlock)

Switch Condition

Tester Connection

Specified Condition

E (1) - E (3)- PD (15)

p Below 1 Q
B (6) - B (7) - PU (18)

- E (1) - E (3) - PD (15) Below 1Q
E (1) - E (3) - PU (18)

o E (1)-E (3)-PU (18) Below 1 Q

B (6) - B (7) - PD (15)

Front passenger's switch (Window lock)

Switch Condition

Tester Connection

Specified Condition

uP B (6) - B (7) - PU (18) Below 1 Q
OFF PD (15) - PU (18) Below 1 Q
DOWN B (6) - B (7) - PD (15) Below 1 Q

Rear left switch (Window unlock)

Switch Condition

Tester Connection

Specified Condition

E (1) - E (3) - RLD (13)

UP Below 1 Q
B (6)- B (7) - RLU (12)

OFF E(M-E@)-RLD{3) Below 1 Q
E(1)-E (3)- RLU (12)

DOWN E(1)-E(3)-RLU{12) Below 1 Q

B (6) - B (7) - RLD (13)

Rear left switch (Window lock)

Switch Condition

Tester Connection

Specified Condition

upP B (6)- B (7) - RLU (12) Below 1 Q
OFF RLU (12) - RLD (13) Below 1 Q
DOWN B (6) - B (7) - RLD (13) Below 1 Q

Rear right switch (Window unlock)
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Switch Condition

Tester Connection

Specified Condition

B (6) - B (7) - RRU (10)
UpP Below 1 Q
E (1) - E (3) - RRD (16)
E (1) - E (3) - RRU (10
OFF @ G) (10 Below 1 Q
E (1) - E (3) - RRD (16)
E (1) - E (3) - RRU (10
DOWN @ ®) o) Below 1 Q
B (6) - B (7) - RRD (16)
Rear right switch (Window lock)
Switch Condition Tester Connection Specified Condition
UpP B (6) - B (7) - RRU (10) Below 1 Q
OFF RRU (10) - RRD (16) Below 1 Q
DOWN B (6) - B (7) - RRD (16) Below 1 Q

Master Switch

F:m

Illumination

SIS

Battery

B059315E03

If the result is not as specified, replace the master

switch.

(b)
Standard:

Inspect the master switch illumination.

Measurement Condition

Specified Condition

Battery positive (+) — Terminal 6
Battery negative (-) - Terminal 3

Switch illumination lights up

If the result is not as specified, replace the master

switch.



