
CA–20 CAN COMMUNICATION  –  CAN COMMUNICATION SYSTEM

CA
DESCRIPTION
When any DTC for the CAN communication is output, first measure the resistance between the terminals 
of the DLC3 and the yaw rate sensor connector to specify the trouble area.
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CAN COMMUNICATION  –  CAN COMMUNICATION SYSTEM CA–21

A
C

INSPECTION PROCEDURE

(a) Measure the resistance according to the value(s) in the 
table below.
Standard resistance

NG-A

NG-B

OK

(a) Measure the resistance according to the value(s) in the 
table below.
Standard resistance

NG

OK

(a) Measure the resistance according to the value(s) in the 
table below.
Standard resistance

NG

1 CHECK CAN BUS WIRE (MAIN BUS LINE FOR DISCONNECTION, BUS LINES FOR 
SHORT CIRCUIT)

DLC3:
D1 CANH

CANL
C123301E22

Tester 
Connection Condition Specified value Result

D1-6 (CANH) - 
D1-14 (CANL) IG switch OFF 54 to 69 Ω OK

D1-6 (CANH) - 
D1-14 (CANL) IG switch OFF 69 Ω higher NG-A

D1-6 (CANH) - 
D1-14 (CANL) IG switch OFF Below 54 Ω NG-B

CHECK CAN MAIN BUS LINE FOR 
DISCONNECTION

CHECK SHORT IN CAN BUS WIRES

2 CHECK CAN BUS LINE FOR SHORT TO +B

D1 CANH

CANL BAT

DLC3:

C123301E23

Tester Connection Condition Specified value

D1-6 (CANH) - D1-16 
(BAT) IG switch OFF 6 kΩ or higher

D1-14 (CANL) - D1-16 
(BAT) IG Switch OFF 6 kΩ or higher

CHECK CAN BUS LINE FOR SHORT TO +B

3 CHECK CAN BUS LINE FOR SHORT TO GND

D1CG CANH

CANL

DLC3:

C123301E24

Tester Connection Condition Specified value

D1-4 (CG) - D1-6 (CANH) IG switch OFF 200 Ω or higher

D1-4 (CG) - D1-14 
(CANL) IG Switch OFF 200 Ω or higher

CHECK CAN BUS LINE FOR SHORT TO GND



CA–22 CAN COMMUNICATION  –  CAN COMMUNICATION SYSTEM

CA
OK

(a) Disconnect the connector (Y1) from the yaw rate sensor.
(b) Measure the resistance according to the value(s) in the 

table below.
Standard resistance

NG

OK

4 CHECK CAN BUS WIRE (YAW RATE SENSOR SUB BUS LINE)

Y1

Yaw Rate Sensor Connector Front View:

CANH
CANL

G026359E59

Tester Connection Condition Specified value

Y1-2 (CANL) - Y1-3 
(CANH) IG switch OFF 54 to 69 Ω

REPAIR OR REPLACE YAW RATE SENSOR 
OR SUB BUS LINE OR CONNECTOR (CAN-
H, CAN-L)

GO TO HOW TO PROCEED WITH TROUBLESHOOTING


