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Connector Views

1 LT GRN/RED (Comm. line)
2
3 RED/GRN (Indicator 1 control)
4 BLU/WHT (Ign. key sw. input)
5 BLK/YEL (Fuse 20)
6 WHT/YEL (Fuse 56)
7 BLK/WHT (Comm. line)
8
9 RED (Indicator 2 control)

10 BLK/BLU (Park input)
11 BLU/WHT (VSS input)
12 BLK

’96-’98: (G401)
’99-’04: (G251)

Connector B
– Black
– On main wire harness

1 BLU (Tilt pos. input)
2 GRY (Common)
3
4 LT BLU (Auto input)
5 RED/BLK (Retract input)
6 BLU/ORN (Up input)
7 BLU/WHT (Pos. 1 input)
8 YEL/WHT (Memory input)
9 PNK (Ext./ret. pos. input)

10 BRN (Common)
11
12
13 RED (Extend input)
14 BLU/BLK (Down input)
15 BLU/YEL (Pos. 2 input)
16 YEL/BLU (Common)
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109. Steering Column Control Unit
– Right of steering column

Connector A
– Black
– On main wire harness

1 BLK
’96-’98: (G401)
’99-’04: (G251)

2 BRN (Tilt output)
3 RED/YEL (Fuse 54)
4
5 GRY/RED (Ext./ret. output)
6 PNK/BLK (Ext./ret. output)
7 LT GRN (Tilt output)
8

4 5 6 7 8
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Connector C
– Blue
– On main wire harness
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